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The Pellergy Alpha Wood Pellet Boiler system is one of the most advanced, efficient, and low 

maintenance wood pellet boiler systems available in the world. 

 

The Pellergy Alpha Boiler System incorporates: 

 

 Fully automated heat transfer surface and burn pot cleaning with an integrated ash collection box 

for ease of cleanout requiring minimal maintenance throughout the heating season 

 Integrated 330 LBS manual feed hopper or automated vacuum feed system for bulk pellets 

 Automatic firing rate modulation and advanced thermocontrol allowing the boiler to fire down to 

30% of its rated output eliminating the need for costly buffer tanks while maintaining efficiency 

 86% sustained efficiency and ultra-low emissions meeting DIN EN 303-5 standards 

 Unique dual ignition element design with Lifetime Warranty on igniter 

 Standard North American electronics: No complicated voltage converters, No 50Hz motors to fail, 

and No wiring for 220V 

 OTL Listed to UL-391-2010 and CAN/CSA-B366.1-11 

 Easy yearly maintenance: Service the entire boiler within 45-minutes, no complicated 

disassembly required 

 

 

Alpha Series pellet boiler1 
 

Unit A-60 (L) A-60 (H) A-100 (L) A-100 (H) 

Boiler class according to EN 303-5   3 3 3 3 

Nominal thermal OUTPUT  btu/hr 9,895 –  

33,779 

14,672 – 
51,180 

20,814 – 
71,652 

25,590  – 
88,371 

Radiation losses rated load  Btu/hr 1,092 1,126 1,160 1,228 

Boiler water volume  GAL 15.6 15.6 14 14 

Water-side resistance T = 20 °K / T = 10 
°K 

psf 

mbar 

2.7 / 10.4 

1.3 / 5.0 

6.1 / 23.4 

2.9 / 11.2 

11.7 / 45.1 

5.6 / 21.6 

14.6 / 55.8 

7.0 / 26.7 

Boiler temperature control range  °F / °C 140 – 176 / 60 – 80 

Operating pressure max. MPa / bar 0.3 / 3 

Test pressure  MPa / bar 0.45 /4.5 

Pellet reservoir  l / lb / kg 232 / 331.8 /150.8 

Net weight of fully assembled boiler  lb / kg 734 / 333 758 / 344 

Dimensions (W x D x H)  without feed unit  in / mm 40.5 x 28.9 x 57.5 / 1028 x 733 x 1461 

with feed unit in / mm 40.5 x 28.9 x 68.7 / 1028 x 733 x 1745 

Installation dimensions (W x D x H)  in 44.5 x 32.7 x 63.8 
(Please note: separate installation possible) mm 1140 x 830 x 1620 

Values from type test testing office TÜV SÜD Munich. Test report no.: 1190-01/08. 1190-02/08 

Firing efficiency (100-qA) rated load / part load % 96.1 / 98.0 94.7 / 98.1 94.4 / 97.4 94.2 / 96.7 

Boiler efficiency W rated load % 93.2 92.7 92.8 92.9 

Flue gas temperature rated load / part load 
°F 

°C 

195.8 / 143.6 

91 / 62 

228.2 / 158.0 

109 / 70 

248.0 / 167.0 

120 / 75 

266.0 / 176.0 

130 / 80 
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