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Dokument Nr.: 095078/00 

Owner/User:       
 
Village:       
Road:       
 
Installer:       

 BW102T NA  BW152T NA  BW212T NA 

 BW262T NA  BW332 T NA  

Ser.no.:       

 Factory Start-up      
Engineer                                           

Date                                           

Info level:        

Operation time to next full service [h] ---                                     

Fuel consumption total [tn.sh] 0                                     

Operating hours [h] 0                                     

Number of burner starts 0                                     

SW-Version Display                                           

SW-Version PCB                                           

Boiler model                                           

User level:        

Feed system operating mode 
Switched 

off                                     

Time profile feed system ---                                     

Heating surfaces cleaning:                                            

Initiate off period 08:00pm                                     

Duration 0                                     

Cleaning intervall correction [%] 0%                                     

Service level:        

Parameter:        

Fuel quantity auger conveyor [lbs/h] ---                                     

Actual value: ---                                     

Range: ---                                     

Correction: 0                                     

Delivery time ignition element [s] ---                                     
Max. value boiler temp./ ext. heat demand 
[°F] ---                                     

Operation time suction turbine [s] 30                                     

Profil ash removal Stage 1                                     
Limits blower speed [rpm] 
Minimum: 

---                                     

Limits blower speed [rpm] 
Maximum: ---                                     

Settings:        

Boiler-Number 0                                     

Type of fuel feed system Hopper                                     

External combustion air supply No                                     
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Shut-off unit No                                     

Air intake flap No                                     

Full service  On                                     

Strike mode  On                                     

Boiler status:        

Internal Error 0                                     

Blockage fuel auger 0                                     

Blockage de-ashing 0                                     

Blockage ash conveyor 0                                     

Blockage heating surface cleaning 0                                     

Comissioning:        

Measured fuel quantity [lbs/h] ---                                     

Flue gas test:        

Flue gas temperature [°F] ---                                     

CO2 [%] ---                                     

CO [ppm] ---                                     

Draft [mbar/hPa] ---                                     

Notes & comments :  
(e.g.pellet supplier, fuel quality, used parts, 
parts changed, etc) 
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*values are not displayed (must not be used) as the relay function for pump control is set to on by factory! 

ZSP SOFU CP 

Module function: 
Pump control (Y/N) 
Cascade function (Y/N) 
External heating demand (Y/N) 
Collective alarm (Y/N)* 

 
Yes 
No 
Yes 
No 

 
      
      
      
      

 
      
      
      
      

 
      
      
      
      

 
      
      
      
      

 
      
      
      
      

 
      
      
      
      

Pump control: 
Transfer pump, Buffer charging pump, 
Boiler pump, Heating circuit pump 

 
Boiler- 
pump 

 
      

 
      

 
      

 
      

 
      

 
      

Relay function (Y/N) 
Min. speed (10 – 100%) 
Max. speed (50 – 100%) 
Setpoint offset (0 – 10 K) 
Speed control pump: 
(Off / 0 – 10 V / PWM) 
Assigned to boiler 

Yes 
25 
100 
0 
 

Off 
0 

      
      
      
      

 
      
      

      
      
      
      

 
      
      

      
      
      
      

 
      
      

      
      
      
      

 
      
      

      
      
      
      

 
      
      

      
      
      
      

 
      
      

External heating demand: 
Digital set point HC (86 – 185°F) 
Digital set point DHW (86 – 185°F) 

 
176 
167 

 
      
      

 
      
      

 
      
      

 
      
      

 
      
      

 
      
      

 


